NAM PROGRAMMING - SCH-N150/160 Series 




PROCEDURE 

1. Turn phone on - if using a battery, check to ensure battery is fully charged. 

2. Press [MENU] + [6] + [*] Phone will display “ SYSTEM PROG” 

3. Enter 6 digit programming code (000000) from your Network Service Provider. 

4. Phone displays: ESN 241 

xxxxxxxx 

xxxxxxxx 

5. Press [OK] 

6. Phone displays: NAM 1 Phone NUMBER 

000-000-XXXX (where X is random number) 

Enter customer’s area code and wireless phone number (10 digits) 

Press [OK] 

Phone displays: NAM 1 AMPS Home SID 

2004 

Enter in the 4 digit AMPS Home System IdentiBcation Number 
Press [OK] 

Phone displays: NAM 1 CDMA Home SID 

2004 

Enter in the 4 digit CDMA Home System Identification Number 
Press [OK] 

Phone displays: BASIC NAM 1 PROGRAMMING IS COMPLETE 

[MORE] [EXIT] 

15. A. To EXIT programming Press [OK] 

Phone displays: EXIT SERVICE PROGRAMMING and cycles power 
B. To continue programming Press the [MENU] and proceed to step 16 

16. Phone displays: Service Sec. Code 

000000 (DO NOT CHANGE) 

Enter in the 6 digit Service Security Code 000000 
Press [OK] 

Phone displays: ORIGINATION SVC OPT 

3 

Enter ORIGINATION Service Option 
Press [OK] 

Phone displays: NAM 1 MOBILE COUNTRY CODE 
000 

Enter in the three digit Country Code 
Press [OK] 

Phone displays: NAM 1 CDMA Directory # 

0000006067 

Enter customer’s area code and wireless phone number (10 digits) 

Press [OK] 

Phone displays: NAM 1 CDMA Home SID/NID 
01=2004/6.. 

[EDIT] [OK] 

29. A. If the SID / NID are correct press [OK] proceed to step 36 
B. If you need to EDIT the SID / NID press [MENU] 
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30. Phone displays: NAM 1 CDMA Home SID 01 

2004 

31. Enter in the 4 digit CDMA Home System Identiflcation Number Press [OK] 

32. Phone displays: NAM 1 CDMA Home NID 01 

65535 

33. Press [OK] 

34. Phone displays: NAM 1 CDMA Home SID/NID 

01=2004/6.. 

[EDIT] [OK] 

35. A. If the SID / NID are correct press [OK] proceed to step 36 
B. If you need to EDIT the SID / NID press [MENU] 

36. Phone displays: NAM 1 CDMA Primary CH A 

283 (Default for Verizon) 

Enter in the 3 digit CDMA Primary A Channel 
Press [OK] 

Phone displays: NAM 1 CDMA Second CH A 
691 (Default for Verizon) 

Enter in the 3 digit CDMA Secondary A Channel 
691 (Default for Verizon) 

Press [OK] 

Phone displays: NAM 1 CDMA Primary CH B 
384 (Default for Verizon) 

Enter in the 3 digit CDMA Primary B Channel 
Press [OK] 

Phone displays: NAM 1 CDMA Second CH B 
777 (Default for Verizon) 

Enter in the 3 digit CDMA Secondary B Channel 
Press [OK] 

Phone displays: NAM 1 CDMA Home Sys Reg 
YES 

Push the [ -^ ] up or down to toggle between YES or NO 
Press [OK] 

Phone displays: NAM 1 CDMA Porn SID Reg 
YES 

Push the [ -^ ] up or down to toggle between YES or NO 
Press [OK] 

Phone displays: NAM 1 CDMA Torn NID Reg 
YES 

Push the [ -^ ] up or down to toggle between YES or NO 
Press [OK] 

Phone displays: NAM 1 AMPS 1** Page CH 
334 

Enter the 3 digit AMPS 1®* Paging Channel 
Press [OK] 

Phone displays: NAM 1 AMPS Auto-Reg 
YES 

Push the [ -^ ] up or down to toggle between YES or NO 


NAM Programming - SCH-N150 Series 
Doc. # SVC-CD-0670.A 


Release Date: 07/17/01 




Press [OK] 

Phone displays: NAM 1 ORIG SVC OPT 

13K Call 

Push the [ -^ ] up or down to toggle between 13K and EVRC 
Press [OK] 

Phone displays: NAM 1 Access Overld Class 
5 

Enter the Access Overload Class (0 + Last digit of MIN) 

Press [OK] 

Phone displays: NAM 2 Settings 

[EDIT] [OK] 

A. If you are only programming NAM 1 press [OK] proceed to step 71 

B. Edit Programming press [MENU] repeat steps 6-68 for NAM 2 you will go directly to step 
71 when this is done. 

Phone displays: PHONE MODEL 

145 (Do not change) 

Press [OK] 

Phone displays: SLOT CYCLE INDEX 

1 

Enter 1 digit SLOT CYCLE INDEX 
Press [OK] 

Phone displays: SLOT MODE 
YES 

Push the [ -^ ] up or down to toggle between YES and NO 
Press [OK] 

Phone Displays: EXIT SERVICE PROGRAMMING 
Phone cycles power 

NAM Programmin g Complete! 

Lock Code Programming 

The lock code will default to the last four digits of the MIN. 

To select a new lock code: 

1. Exit the programming mode 

2. Select the security menu (Menu-0) 

3. Enter the last four digits of the MIN 

4. Select option 3 (Lock Code) 

5. Enter a new four digit code (It is very important to remember your four digit code, so select a 
number that will be easy to remember) 

6. Reenter the new four-digit code (This is to ensure you entered the correct code.) 

7. The phone will exit the security menu and return to normal operation. 
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